Technical Bulletin

Automobile Racing Club of America
P.O Box 380 – Temperance, MI 48182 – 734-847-6726

To: All ARCA Menards Series, ARCA Menards Series East, ARCA Menards Series West, Car Owners, Drivers and Crew Chiefs

Effective 1/31/20 – The following is an amendment to the 2020 ARCA Menards Series Rule Bulletin dated 10/02/19.

20C – 10.6 Rear Axle
A. Only Ford 9” design rear axle housings will be permitted and must meet the following requirements:
   1. Remains the same.
   2. The carrier housing and related components must be made of magnetic steel. The following carrier housing is approved for competition:
      Ford M-4141 – (B), (E) – (H), (HS) or (J)
   3. and 4. remain the same.
B. Through J. remain the same.

20C – 16.1 Fuel Cell
A. Only the following fuel cell bladders are approved by ARCA for use in competition:

   Aero Tec Laboratories, Inc.    Aircraft Rubber Manufacturing, Inc.
   (ATL)                         (FUEL SAFE)
   FB 222 D                     RB 122 E
   FB 222 E                     RB 122 E-L
   FB 322 D                     RB 022 E
   FB 522 D                     NASCOT 5B
   FB 518

   Waterman Racing Components
   (WRC)
   NAS-220
   NAS-000

B. Through F. remain the same.

20C – 16.2 Fuel Cell Container
The fuel cell container must be acceptable to ARCA Officials.
A. And B. remain the same.
C. The outside dimensions for the fuel cell container size must be one of the following:
   22 Gallon Fuel Cell
   33 inches in width by 17 inches in depth by 9-¼ inches in height.
   18 Gallon Fuel Cell
   33 inches in width by 17 inches in depth by 8 inches in height.
D. Through F. remain the same.